
Type Z – Zinc Eye Type E – Nylon Eye Type C – Steel Clevis Fork Type F – Steel Eye Type P  - Nylon Ball joint Type B – Steel Ball joint Type S – Plain Thread
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Hole Dia. ‘D’

Thickness ‘L’

Thread Dia. ‘D’

Thread Length ‘L’

Thread Dia. ‘D’

Thread Length ‘L’

Thread Spec ‘D’

Thread Length ‘L’

A - Centre to centre length (mm)

B – Inside thread length (mm)

C – Stroke length (mm)

Dim Description Value Unit

A Centre to centre length mm

B Inside thread length mm

C Stroke length mm

D Rod Diameter mm

E Tube Diameter mm

F Newton Force N

G
Rod End Fitting Type -

Dim ‘D’ Dim ‘L’

H
Tube End Fitting Type -

Dim ‘D’ Dim ‘L’

D – Rod 
Diameter(mm)

E – Tube 
Diameter(mm)

Contact Name

Company Name

Job Title

Contact Tel No.

Contact E-mail

Current Supplier

Current Spring Part No.

Annual quantity

Current price (£)

Additional Info

Description Y/N

316L Stainless Steel
(note end fits also stainless steel) 

Valve Fitted
(Vari-Lift)

Safety Locking Shroud
(Econoloc)

Rod Protection Sleeve
(Plain Shroud)

Increased Friction
(Stop & Stay)

G – Rod 
End Fitting

H – Tube 
End Fitting

Valve Fitted 
(Y/N)

Gas Spring Equivalent Sizing Form

F – Newton Force (N)
(marked on spring)

Enquiry DetailsDimensional Information Options

End Fitting Types

www.camloc.com
T. 0116 274 3600
e. info@camloc.com

http://www.camloc.com/
https://youtu.be/1ZzOGTtG1WM
https://youtu.be/kFTfDaeopJM
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